VATS FLOW SENSOR HOT TAP ASSEMBLY INSTALLATION PROCEDURE
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Step I

Unscrew threaded SS adaptor nozzle from the assembly.
Remove inside orings from SS adapter nozzle.

Step 2

Select a suitable location in the pipe line on which the sensor is to be installed (there should be a straight run of at least 20 times the pipe diameter before and 5 times the pipe dia after the sensor. For example the pipe dia 1000 mm, then the straight length before and after the sensor would be 20 meters and 5 meters respectively.

Weld the nozzle on the pipe as shown below.
Cut a hole of 42.5 mm round in the exact center of the pipe. Insert the SS adapter nozzle and weld the nozzle from outside.

Let the fitting cool down.

Insert the two orings in the grooves of the inner side of SS Adapter nozzle.

Apply Teflon on the welded SS Adapter nozzle and screw the complete assembly on SS Adapter nozzle.
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NOTE:   Insure that at the time of welding there is no welding bur on

                 the threading of SS Adapter nozzle.

Step 3
Tight the complete assembly on SS Adapter. Align the assembly in such way that the pointer mark on the CENTER flange of assembly is exactly at the center of the pipe from INLET SIDE.

Step 4.  Inserting of Sensor.
Once the installation is complete, open the valve fully and then insert the Sensor with CENTER flange till it touches the BOTTOM flange. Tight the locking bolt.

Now system is ready for work. 










































































Step 5
Connect the three sensor wires to the meter’s loose terminal strip.
Note: Connect the wires to the corresponding matching wire only. 

CONNECTION IN ANY OTHER SEQUENCE WILL NOT SHOW ANY READING.
For removing the sensor ON LINE

Slowly pull out the CENTER flange with sensor by unscrewing locking bolt till it touches the TOP flange.

Once CENTER flange touch the TOP flange, close the valve.

Remove the TOP flange by unscrewing the lock bolt.

In same way remove the CENTER flange with sensor from hot tape assembly.
SS ADAPTER 





weld  here





TOP flange





Flow Direction





CENTER flange with Sensor





BOTTOM flange 





Pointer mark





Valve





Pointer mark





SS ADAPTER 








Outlet Side





Inlet Side








